
How do I choose a hydraulic pump?

  Our cpmpany offers different How do I choose a hydraulic pump?, hydraulic pump
selection calculation, how does a hydraulic pump work, hydraulic pump types at
Wholesale Price?Here, you can get high quality and high efficient How do I choose a
hydraulic pump? 

A Quick and Easy Guide to Hydraulic Pump Technology and Mar 15, 2011 — Sizing a pump is
not really dependent on which technology is chosen. In all cases, it is best to start with the load
and then work back through 

Hydraulic Pumps Selection Guide: Types, Features, ApplicationsThere are a number of
specifications to consider when selecting hydraulic pumps. The most important include
pressure, flow rate, horsepower, efficiency, and Choosing the right hydraulic pump Hydraulic
vane pumps are another option. They operate with very low flow pulsation. As such, vane
pumps produce less noise while maintaining a high flow and 
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10R-1PH3

13mm 55mm 30mm  -  -  -  -  -

K3VG63-1
0FR-1NM

3

13mm 55mm 30mm  -  -  -  -  -

K3VG63-1
0FR-1PH1

 -  - 3.1875 in  -  -  -  -  -

K3VG63-1
0FR-1PH2

9mm 30mm 10mm  -  -  -  -  -
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K3VG63-1
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0FR-1PH5
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0.6397inc
h

2.047inch 0.787inch  -  -  -  -  -

                               1 / 7

/kawasaki-k3vg63-10fr-1nm2-bearing/
/kawasaki-k3vg63-10fr-1nm2-bearing/
/kawasaki-k3vg63-10fr-1nm2-bearing/
/kawasaki-k3vg63-110r-1ph3-bearing/
/kawasaki-k3vg63-110r-1ph3-bearing/
/kawasaki-k3vg63-10fr-1nm3-bearing/
/kawasaki-k3vg63-10fr-1nm3-bearing/
/kawasaki-k3vg63-10fr-1nm3-bearing/
/kawasaki-k3vg63-10fr-1ph1-bearing/
/kawasaki-k3vg63-10fr-1ph1-bearing/
/kawasaki-k3vg63-10fr-1ph2-bearing/
/kawasaki-k3vg63-10fr-1ph2-bearing/
/kawasaki-k3vg63-110r-5el1-bearing/
/kawasaki-k3vg63-110r-5el1-bearing/
/kawasaki-k3vg63-10fr-1ph3-bearing/
/kawasaki-k3vg63-10fr-1ph3-bearing/
/kawasaki-k3vg63-110r-t0h4-bearing/
/kawasaki-k3vg63-110r-t0h4-bearing/
/kawasaki-k3vg63-10fr-1ph4-bearing/
/kawasaki-k3vg63-10fr-1ph4-bearing/
/kawasaki-k3vg63-10fr-1ph5-bearing/
/kawasaki-k3vg63-10fr-1ph5-bearing/
/kawasaki-k3vg63-110rs-0e-bearing/
/kawasaki-k3vg63-110rs-0e-bearing/
/kawasaki-k3vg63-10fr-1pl1-bearing/
/kawasaki-k3vg63-10fr-1pl1-bearing/


K3VG63-1
0FR-1PL2
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K3VG63-1
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1

28mm 170mm 110mm  -  -  -  -  -

K3VG63-1
0FR-1PL4

1.063 Inch 4.5 Inch 2 Inch  -  -  -  -  -

K3VG63-1
10RSV0E

17.5mm 67.975mm40.987mm  -  -  -  -  -

K3VG63-1
0FR-1PM

1

11mm 35mm 15mm  -  -  -  -  -

K3VG63-1
0FR-1PM

2

2.5mm 5mm 2mm  -  -  -  -  -

K3VG63-1
0FR-1PM

3

420 mm 1250 mm 950 mm  - 300 mm 1575.220
kg

 -  -

K3VG63-1
0FR-4

 - 3.62 Inch |
91.948

Millimeter

2.756 Inch
| 70

Millimeter

 -  -  -  -  -

K3VG63-1
10RSV10

L3

100mm 250mm 150mm  -  -  -  -  -

K3VG63-1
0FRS-
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K3VG63-1
0FRS-10H

2
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K3VG63-1
1FR-

33mm 140mm 65mm  -  -  -  -  -

K3VG63-1
0FRS-10H

5

 -  - 40.0000
mm

 -  -  -  -  -

K3VG63-1
0FRS-10L

4

16mm 100mm 70mm  -  -  -  -  -

K3VG63-1
1FR-0E

52mm 200mm 130mm  -  -  -  -  -

K3VG63-1
0FRS-10S

1

2 Inch 9.375 Inch 4.5 Inch  -  -  -  -  -

K3VG63-1
0FRS-4

27mm 105mm 70mm  -  -  -  -  -
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K3VG63-1
0FRS-50L

3

 -  - 20.0000
mm

 -  -  -  -  -

K3VG63-1
0FRS-50

M2

16mm 100mm 70mm  -  -  -  -  -

K3VG63-1
0NR-

28mm 220mm 160mm  -  -  -  -  -

K3VG63-1
0NR-10L4

22mm 165mm 120mm  -  -  -  -  -

K3VG63-1
0NR-4

 -  - 50.0000
mm

 -  -  -  -  -

K3VG63-1
0NR-4L

24mm 125mm 70mm  -  -  -  -  -

K3VG63-1
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12mm 40mm 17mm  -  -  -  -  -

K3VG63-1
0NR-5PH

1

128mm 360mm 200mm  -  -  -  -  -

K3VG63-1
0NRS-1N
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16mm 75mm 45mm  -  -  -  -  -

K3VG63-1
0NRS-4
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10R-0E

 -  -  -  -  -  -  -  -

K3VG63-1
10R-0R10

-1

15mm 62mm 30mm  -  -  -  -  -

K3VG63-1
10R-1EH4

 - 7.56 Inch |
192.024

Millimeter

5.906 Inch
| 150

Millimeter

 -  -  -  -  -
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10R-1PH3

21mm 80mm 35mm  -  -  -  -  -
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10RSV10

L3

102mm 300mm 140mm  -  -  -  -  -

K3VG63-1
1FR-

52mm 250mm 180mm  -  -  -  -  -

K3VG63-1
1FR-0E

60.3mm 180mm 100mm  -  -  -  -  -

K3VG63-1
1FR-10L1

 -  -  -  -  -  -  -  -
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1FR-10M2

 - 7.02 Inch |
178.3

Millimeter

4.528 Inch
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Millimeter

 -  -  -  -  -

K3VG63-1
1FR-1EH2

41 mm 180 mm 85 mm 2.5 max  - 3.794 kN 3 mm 98 min

K3VG63-1
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K3VG63-1
1FR-1PH3
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1FR-5PM

1

63.5mm 150mm 70mm  -  -  -  -  -

K3VG63-1
1FRS-0E
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K3VG63-1
1FRS-1E

H1

14mm 47mm 17mm  -  -  -  -  -

K3VG63-1
1FRS-1E

H2

 -  -  -  -  -  -  -  -

K3VG63-1
1FRS-1EL

3

 -  - 0.6250 in  -  -  -  -  -

K3VG63-1 18mm 100mm 65mm  -  -  -  -  -
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1NRS-5E
M1

K3VG63-1
20R-0R10

-1

208mm 580mm 320mm  -  -  -  -  -

K3VG63-1
20RSV1E

H2

20mm 150mm 110mm  -  -  -  -  -

K3VG63-1
20RSV1E

H4

14mm 62mm 35mm  -  -  -  -  -

K3VG63-1
20RSV1E

M1

23mm 90mm 50mm  -  -  -  -  -

K3VG63-1
2BR-4

 -  -  -  -  -  -  -  -

K3VG63-1
2BR-5EM

2

29mm 120mm 55mm  -  -  -  -  -

K3VG63-1
2FR-0E

73mm 215mm 100mm  -  -  -  -  -

K3VG63-1
2FR-10L2

160mm 400mm 240mm  -  -  -  -  -

K3VG63-1
2FR-10L3

 -  -  -  -  -  -  -  -

K3VG63-1
2NR-10L3

46mm 130mm 60mm  -  -  -  -  -

K3VG63-1
2NR-10T1

 -  -  -  -  -  -  -  -

K3VG63-1
2NR-10T2

 -  -  -  -  -  -  -  -

K3VG63-1
2NR-4
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K3VG63-1
30R-5P

37mm 160mm 75mm  -  -  -  -  -

K3VG63-1
3FRS-1E

H5

28mm 70mm 30mm  -  -  -  -  -

K3VG63-1
3FRS-1P

H2

42mm 260mm 170mm  -  -  -  -  -

K3VG63-1
3FRS-1P

H4

14mm 47mm 17mm  -  -  -  -  -

K3VG63-1
50R-10L1

 -  -  -  -  -  -  -  -
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K3VG63-1
1FR-10L1

16mm 62mm 30mm  -  -  -  -  -

K3VG63-1
5FRS-10

M2

 -  - 1.1875 in  -  -  -  -  -

K3VG63-1
1FR-10M2

 -  -  -  -  -  -  -  -

K3VG63-1
70RV

55mm 260mm 120mm  -  -  -  -  -

K3VG63-1
C0RSV4

52mm 165mm 100mm  -  -  -  -  -

K3VG63-1
1FR-1EH2

31mm 130mm 50mm  -  -  -  -  -

K3VG63-1
CFR-

44.4mm 110mm 50mm  -  -  -  -  -

K3VG63-1
1FR-1EH4

18mm 80mm 40mm  -  -  -  -  -

K3VG63-1
D0R-0E

15.011mm51.994mm 20mm  -  -  -  -  -

K3VG63P
100RSV1

0L4

23mm 72mm 35mm  -  -  -  -  -

K3VG63-1
1FR-1EL1

76mm 215mm 120mm  -  -  -  -  -

K3VG63W
10FR-

31mm 125mm 70mm  -  -  -  -  -

K3VG63-1
1FR-1EL4

55mm 160mm 75mm  -  -  -  -  -

K3VG63-1
1FR-1EM

1

39mm 170mm 80mm  -  -  -  -  -

K3VG63W
10FR-4

23mm 90mm 40mm  -  -  -  -  -

K3VG63Z
100R-4

22mm 125mm 80mm  -  -  -  -  -

K3VG63-1
1FR-1NM

2

135mm 560mm 380mm  -  -  -  -  -

How to Select a Hydraulic Pump and Motor - Primary Fluid Dec 2, 2021 — Hydraulic fluid
viscosity – how thick is the hydraulic liquid that will be pressurised by the pump? · Flow rate –
hydraulic pumps have a maximum 

Engineering Essentials: Fundamentals of Hydraulic PumpsJan 1, 2012 — A hydraulic pump is a
mechanical device that converts mechanical power into hydraulic energy. It generates flow with
enough power to Select the right motor for your hydraulic applicationsOct 7, 2015 — Proper
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hydraulic motor selection starts with the expected performance required by the application, then
works back to the prime mover—the pump.

Pump selection - Larzep HydraulicSelect the cylinder trying not to exceed 80% of its nominal
rating on both, load and stroke. · Select the pump according to the oil volume and the number
of Choosing the right hydraulic pump - Buying Guides What are the different types of hydraulic
pumps? · They offer the best overall volumetric efficiency · They provide the highest pressures ·
They are reliable · They 

Hydraulic Pump Selection - River Grove, ILHydraulic pumps should be selected by application.
Star Hydraulics can help select whether as single piston, double-acting, or two speed pump is
best for Which Hydraulic Pump do You Need?Oct 19, 2020 — Selecting a Pump · The type of
hydraulic fluid that will be used · Operating speed in rpm · Maximum operating pressure · Fixed
or variable 
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